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Commercial sheet that cancels and replaces any previous version. 12/2020. The technical data have been obtained on standardised surfaces and under laboratory conditions, so they can vary according to the conditions of use. These technical data do not imply any guarantee on our part in the 
event of improper use of our product.

B-23

B23NF802A20

WOOD FILLER
Product designed for repairing small nail marks, scratches and gouges on wood surfaces.

IDEAL FOR

SURFACES

• Colour: light pine.
• Does not come adrift.
• High coverage power.
• Extraordinarily fine finishes.
• Storage: 12 months in its original packaging and protected from moisture.

Wood.
Surfaces must be sound, dry, cohesive, absorbent, well adhered, clean and free of dust.

• Repairing scratches, knocks and small holes in wooden surfaces.

Fire classification

Use time

CHARACTERISTICS

INTERIOR

Performance

INFORMATION ABOUT DIRECTIVE 2004/42/CE

Limit: 140 g/l VOC (2007); 140 g/l VOC (2010)
This product contains < 15,00 g/l VOC

CATEGORY i1, HIGH PERFORMANCE COMPONENT COATINGS, WATERBASED

20
0g Pallet of 120 boxes 

of 12 x 200 g

No limits

Preparation
Ready to use

A2 - s1 - d0 

0,6 m²/kg

Drying in 1 mm thickness
4 - 5 H

Maximum granulometry
200 microns

9.0 - 10.0

Maximum thickness per layer
1 mm 

Density
1,67 ± 0,07


